
Model

Content

Chipset

Sensor Model

Sensor Type

Lens

Detection range

Sensitivity

Resolution

Night Vision

IR-LED

WHITE-LED

IR-CUT

Working Indicator

Charge indecator

Mic

Speaker

TF Card

Button Switch

Battery Type

Battery Capacity

Standby life

Horizontal angle

Vertical angle

Wi-Fi Maximum rate

Wi-Fi distance

Wi-Fi standard

Power Supply

Two-Way Talk

Video Format

APP

Mobile APP

Cloud recording storage

On line visitor

Remote control and monitoring

OTA upgade

Water proof grade

Temperature setting
Working: -20 ~ 50 ℃, Humidity <95%

'Storage: -20 ~ 70 ℃, Humidity <95%

ANP-PT2015BSW

3.6mm

Support (user pays)

Up to 5 people online at the same time

support

support

IP65

H.264

IOS/ANDROID TUYA SMART

Support configuration/real-time browsing/playback/call/volume adjustment/video

adjustment/record/format SD card

75Mbps

Open straight line ≥ 180 meters

IEEE 802.11 b/g/n

DC 5V 1A

support

Non-removable polymer lithium battery 21700*3

14400mAh/3.7V

180 days

355°

90°

Red and blue color*1

Full duplex, sensitivity: ≥-38±3dBm

Built-in 8Ω/1W

TF Card Max 128G(NOT INCLUDE)

Reset*1, Power key*1

15M

Support, 6pcs IR (infrared + white light) lamp*0.5W, 15m (wavelength 850nm)

White light color temperature: 4000K (white)

conventional

Red and blue color*1

GC2063

1/2.9"Progressive Scan CMOS

6 meters, 110 degrees

High/Medium/Low for selection

1920*1080 Pixel

Description

Realtek8715+1080P+WIFI


